The ideal combination of Timber Palings and Steel Frames for sturdy, long-lasting

LAPPED-LOCK

MODULAR STEEL FRAMED TIMBER FENCING

fencing that can withstand Australia’s harsh weather conditions.

MATERIALS REQUIRED

INSTALLATION INSTRUCTIONS

Install all frames ensuring the correct distance between

the top and the bottom rail:

o For 1.5 metre high palings - The distance between the top of
the top rail and the top of the bottom rail is 1505mm

¢ For 1.8 metre high palings - The distance between the top of
the top rail and the top of the bottom rail is 1805mm

Steel Tek screws for bottom rail: 4 x 12-14x20
Steel Tek screws for top and middle rails: 8 x 10-16x16

Install each of the palings individually into the slots in the top rail, and
then drop each paling into it’s corresponding slot in the bottom rail.

Install the middle rail with Tek screws ensuring each middle rail is
directly in the centre between the top and bottom rail. Ensure the
second middle rail is installed in the opposite direction to allow
the Tek screws to be placed in alternate palings.

Install the 12 x 12-11x45 wood Tek screws ensuring care is taken
not to distance the middle rail by applying too much pressure.

For sloped sites: Palings should be installed into each panel as
you go, ensuring each panel is raked to the required angle prior to
installing the next panel.

INSTALLATION PROCESS
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Easy Installation
Unique Product

Superior Design

No Nailing Required
Identical on Both Sides
Rakeable up to 200mm
Minimises the Impact
of Timber Shrinkage

4 x High quality Steel Rails
powder coated for longevity

Choice of 2 x panel lengths
(2370mm or 2800mm)

2 x Coloured Steel C-posts
3 Types of Screws
22 x Timber Palings (2370 rails)

26 x Timber Palings (2800 rails)
(rails engineered to fit 150 x 12
timber palings)
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= Matching modular gates can be
fabricated and supplied
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It’s Easy As!
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MODULAR STEEL FRAMED TIMBER FENCING
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- EASILY ASSEMBLED ON-SITE —,—r——m—re————

BILL GIBSON FENCING PTY LTD

Sole Distributor of Lapped-Lock Modular Steel Framed Timber Fencing

Phone: 02 96721465 | Email: Steelsales@billgibsonfencing.com.au
57 Holbeche Road, Arndell Park, NSW 2148




